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eKW 28Pi/1300 FULL ELECTRIC 

eKW 28Pi/1300 Full Electric what is significant about 
the product is its light weight at only 5,9 g. This the 
result of the very thin wall section (0.30mm) 
that is achieved by the patented “mosaic tech-
nology”. The innovative compact hot half also 
allows the use of a central plate of only 220mm 
thickness (260mm gate to gate).

MACHINE TECHNICAL DATA
Mould clamping force 2800 kN

Mould opening force 280 kN

Mould opening stroke 650 mm

Platens dimensions H x V 910 x 910 mm

Tie-bars distance 630 x 630 mm

Screw diameter 50 mm

L/D rate 28

Injection volume 510 cm3

Injectable rate 685 cm3/s

Injection specific pressure 2000 kg/cm2

PROCESS DATA
Product name Food container 

Product weight 5,9 g

Cavity number 2+2

Cycle time 4,0 s

Material Borealis

Hot runner system Oerlikon HRS Flow

Automation system Campetella Robotic Center

Ancilleries Piovan

Cooling system Industrial Frigo

Conveyor belt MB Conveyors

www.bmb-spa.com

• 	European sourced materials.
• 	Focused on quality and performance not volume production.
• 	Close knit company structure.
• 	Customer satisfaction is the most important thing, achieved
 	 with high quality product.

Our ambition to build machines tailored to our customer’s 
needs makes us unique and proud when we exceed 
expectations. Why not join us in this venture!

BMB MAIN INDUSTRY APPLICATION

Automotive Thin-walled
packaging Housewares Caps and 

closures

PET Medical Domestic
appliances

Industrial
packaging

THE NEW BMB MACHINE CONTROLLER
The new control represents at 
the same time an important step 
towards digitalization, thanks to 
advanced functions in support of 
the operator called to parame-
terize the best possible cycle; a 
mechanical keyboard is used to 
select the main functions of the 
machine, while a virtual touch 
keyboard allows the programming 
of non-critical functions. 
The operator is recognized by 
the machine and authorized to 
different programming and visua-
lization levels according to the 
function. Naturally, with the new 
CNC control, both the instruction 

manual with on-line help function and the integration of pe-
ripherals and data collection are primary functions in a 4.0 
perspective.

4 GOOD REASONS TO CHOOSE BMB

At this important event, INTERPLAS 2023, BMB will exhibit a 
production cell with a 280 tonnes clamp Full Electric as it’s focal 
point. With the eKW28Pi/1300 Full Electric. BMB will demonstrate 
the versatility of the Full Electric series (the range is from 100 tonnes 
to 1,800 tonnes) whilst proving it’s optimal suitability for special 
demanding applications, often characterised by the use of recycled 
materials. This particular cell will demonstrate the 280 tonnes press 
combined with a 2+2 stack mould and a top entry dual head robot 
and will have an output of 3,600 products per hour.


